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Technical data DC 200 DC 400 DC 600 DC 1000 DC 1200 DC 2000 DC 2100 DC 2900

Carrier weight class 1 lbs 2,205 – 6,615 6,615 – 15,435 17,635 – 33,07022,045 – 39,68533,070 – 50,70044,000 – 77,16055,115 – 88,18577,160 – 110,230

Service weight 2 lbs 440 880 1,325 2,205 2,645 4,410 4,630 6,395

Nominal Power hp 24 40 60 87 107 161 161 215

Total length (A) in 24.02 31.69 37.99 44.49 46.85 56.10 56.10 62.20

Total width cutting head (B) in 18.70 24.02 26.97 31.30 31.30 34.65 39.39 48.82

Diameter of cutter drum (C) in 8.86 14.57 17.72 22.64 22.64 28.35 28.35 26.77

Oil � ow rate gpm 8 – 16 13 – 24 20 – 33 29 – 45 37 – 66 50 – 84 50 – 84 73 – 108

Maximum operating pressure psi 5,075 5,075 5,075 5,075 5,075 5,075 5,075 5,075

Rotational speed rpm 115 – 235 90 – 160 80 – 135 60 – 90 60 – 110 60 – 110 45 – 85 55 – 85

Pick speed fps 5.2 – 10.2 4.9 – 8.9 5.6 – 9.2 5.9 – 8.9 5.9 – 10.8 6.9 – 11.8 5.2 – 8.9 6.6 – 9.5

Number of picks pc 60 64 44 48 48 44 48 56

Maximum Cutting force@5,075 psi lbs 2,835 4,000 5,845 8,140 10,950 11,735 15,715 18,390

Maximum Torque@5,075 psi ft lbs 1,900 4,200 7,050 14,100 18,980 23,725 31,720 37,685

Maximum rock hardness psi 2,900 3,625 5,800 7,250 8,700 10,150 11,600 14,500

Model DC 200 DC 400 DC 600 DC 1000/DC 1200 DC 2000/DC 2100 DC 2900
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Ø  1.18Ø  1.18

Ø 0.75Ø 0.67

Ø 2.76Ø 2.76


